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AUTOMATIC ZIG-ZAG SEWI 


Sears, | and Co. 
n written for ۰ to help 
fully your KENMORE Automatic 
your 


savine operations- 
the automatic patterns or 


tsent 817 „со 
cage ۰ 11119018 : 


OTT EN fo РЫК... 


Removing ас... 
Sewing Light. f 


Stitch Length . 


Stitch Width BB 


Stitching: 
Decorative, Automatic... 189 


Decorative, Variation 20.23 
Reverse аса а. : 


Straight . n 
Ziga eked 


Tensions 


Upper Thread nn 
Lower Thread een 


Threading: 


Bobbin Case мээн е IEA — алб». 8 2 : = it 
Upper Thread RA 9 € 


Thread Selection «n 5 


What To Do . 


Bobbin: 
Inserting & Threading 8 
Picking up Bobbin Thread -= 10 
Removing — Jue کی ما ند‎ Cd UE 8 
Winding See e daQqu Ead dc «309400 1 


Corner, turning — 15 
Durning «enne tnt EA 18 
Drop Feed Comtronsdmgzz 15 
Fastening а Sel eoe ehe موجه هه وس‎ ens 11 
Foot pressure, adjusting 10 
Identification, Head Parts... 3 
Instal ling Machine Head 

өв Cabinet. مب اب‎ cil دا‎ б 4 
Inserting and Removing: Work 14 


Needle: 
Needle «Thread Chart ev Y 
Placement «а Сааса ور‎ 5 


Oiling Instrnenons ns 
Presser Foot, changing e 41 


HEAD PARTS 
IDENTIFICATION 


INSTALLING MACHINE HEAD 

Loosen the two hinge screws under holes in the rear 
edge of the machine bed 
Reise hinge pins їп the cato 


Slip machine heed onto the pi and 
screws securely 


Lower machine head to fror 


SEWING LIGHT 


The sewing light is placed e the face cover 
plate ás shown, and n tes the gee} area 
only. It may be turot or off І turni light 
switch clock wise, 

To change bulb, open the e cover plate by aw 

ing it open, twis ‹ і А {ror vou and 
remove, Then insert new 1 

CONNECTING MACHINE 

Push the plug onto three prong connect er the 
machine motor, 

Plug machine cord into 40 110-170 11 outlet 
When installed in cabinet, insert gro et with cord 


in hole in bedplat 


FA 


A 


RN 


NEEDLE AND THREAD TABLE 


л as 


STRAIGHT 


THREAD SIZE т" STITCH FABRIC 


LENGTH 
sten Ek HÊÊ і 
Corte а GUIU Sheer cottons, silka, and 
Nylon А 3 YT ev lods 
Silk A ' DP 
& Fine laces 
Machine embroidery > 
Catton 60-81 Light to medium weight 
Mercerized 5i Seto 
* Light to medium weight 
Ч” у tí. = Л 
чуюе A г“ | silks 
Sel 4 * 1 Ї M 
Silk A Medium weight aylons 


bin ense "ТТ ۱ 
Machine е ае ey Light weight woolens 


Соко Û Heavy weight cotrans 

Mercerised 51 - "v Medium to heavy weight 

Мегсенигед heavy woolens 

duty Heavy drapery fabrics 

Cotton Y Heaviese cottons аз for 

Mercerized heavy 4 men's work clothes 

duty Heuviese woolen coating 
Use Kenma 4091 needles, The size of che needle should 
сМ бега rà size ol the thread aad both should be suit 


able ta the material The same size thread should be used 


in the bobbin аз om the upper part of the machine for 
ordinary sewing 


Never use а bent needle өс one with а blune point. 


тт = 


REMOVING BOBBIN CASE FROM SHUTTLE 


DL "COE 
параза аа 


PUTAS 


WINDING THE BOBBIN 


Release 


INSERTING BOBBIN INTO BOBBIN CASE CASE INTO SHUTTLE 


O Guide bobbin onto center pin of bo 
I2. Pull thread throug 
©) рш thread under tension sprit 


14) Position case into 


— зь. 


THREADING UPPER MACHINE 


PICKING UP BOBBIN THREAD 


Raise presser foot lever. 


Hold needle thread loosely in left hand and rotate 
hand wheel toward you one complete turn. 
Bring bobbin thread up by pulling upper thread. 


(See illustration). 


Place threads back under presser ۰ 


ADJUSTING THE PRESSURE OF THE PRESSER FOOT 


Push down latch of presser foot knob, (See illustra 
tion), This will release pressure of presser foot. To 
increase pressure, push down round top of presser 


foot knob until suitable preeeure is obtained 


SETTING Tuta stitch length regulator dial to the desired 


point between 0 and 4 The 4 setting із the longest 
THE DAR | Ж нш 8 

stitch. The size of the stitch selected wi ереп 
STITCH oo the fabric sew Se art on Page 5 Recon 
LENGTH калы RENTEN 


REVERSE Bus Age ший | Я У ! | ab наў Er К °з й reat ы 
STITCHING ad: бакаа ай ES 5 


fae reintorcing 


1 ын 3 маса каз а: draw back under the 
| геззег foot. Lower needle into facric about 4 inch 

FASTENING from begian x Of seam Push barton R and stitch 
"ийн reverse unt zeedle teaches beginning of seam 
^» 8 1 ( ин о d teache beginmng t s m. 
€ t y ” 


^ SEAM 


push button К and sew 


= ” 


REMEDY 


ADJUSTING TENSIONS 


PROBLEM 
га; Upper thread too tight in 
/ 7 


Turn Clockwise. 


Turn Counter 
Clockwise. 
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INCREASE TENSION 


DECREASE TENSION 


INSERTING AND REMOVING THE MATERIAL 


TURNING A CORNER 


Stop sewing machine and make sure needle is 
in fabric. Raise presser foot. "Гага fabric to 


desired direction and go om with stitching. 


DROP FEED CONTROL 


This knob is situated om righe front of 
machine bed. When knob is turned го the 
LEFT, teed dog does not pull material, This 
allows the operator freedom of. movement af 


material Por regular sewiog, turn knob te 
the RIGHT, 


c 


P wee Page 10. With release ía this position 


А e hoops sod place under needle. 
зо thread will have some tension. When you start to darn, move 
: forth to cover damming ares. Then turn fabric and continue sewing at 


the previous stitching. Always use medium maschine speed. You саа 
stitches desired. Slow movement of fabric will make short derning 


finish. Finish darning, raise presser foot and remos fabric, Increase premure for 
by peo dowd d topo rer ed Lc 


r i sS Cae i 


CHANGING THE ATTACHMENT FOOT 


The various uttschmene feet available for 
certain kinds of work are to be fastened to 
the presser bar. То attach the feet, raise the 
ptesaet bar to из highest position bv Ц ۷ 
the presser foot lever. Loosen che presser (oot 
thumb screw, choose the proper foot, insert 
from the front. Tighten the screw using the 
еце screw driver and make sure that the 


foot is secure, 


SETTING STITCH WIDTH 


More stitch width control to the desired position 
between 0 and 5 on the stitch width indicator plate. 
Zigrag stitch width increases from І to 4. Straight 


Ч 1 ^ - 4 7 h ج‎ | - 
stitching is рове е Oni wit control on UY 


LOCKING STITCH WIDTH ў 


Loosen the mitch width lock screws, Shift lock 
screw 50 as to hold the stitch width lever ia desired 


position, Tighten lock screws firmly 


ZIG ZAG CONTROL 


AUTOMATIC DECORATIVE STITCHING 


This chia an sew Бейас decorative аба em 
seo f st 5 Beans © rious discs з 
wit t 1 > or anes © «һе 
t З 2 2 t ce 
eit re веж ed is У ۱ 1 ige patter 
« saw * 4 зе > Sher 
8 3 5 ۸ 1 > 
4 » а sho ) »nger stitc? 
I 1€ 
INSERTING THE DISC 
4 1 
| wid у а and 
ut o 
М \ эц D уга р oO ۱ Mechanism 
7 ۱ 1 ‹ à lac and slip disc 
" : : 
i цас ۵ y until it lips 
t 1 
ena 1 t 4 поче (г 6 


AUTOMATIC DECORATIVE STITCH VARIATIONS 


E эь sis «авы, 
„„ A AA «„ а а « 
A а... 4o шы нь жш = 68 өв» = a 
— «аа. сн «аб аа зэ a — ́ꝙ—A мо ER m — — — 
ге — азе зе ау ре lie abn as v— ч 
— — LL di dL dins 
Lol A а а аю о. dou RR IL Чы = ще “а LLLI 
سوب‎ са Фе — — выб Sio Do. o 
F 
2 * = * * “Р ind - + - - БЭ 
ЭЛ” ЛЭЛТГ ГЭЭ 
— — «аа CE сыф ара 24 — 


LU A ea ee a a O Pe er Oe ee lll. 


E hsc dE E EL ub RE ЯВ Өд ч «был» с» я э 


— —ͤ— —— mper ў «ар * нафце пара”. 


C 


0 е 6 $ өн. 


2 2 2 3 2 2 2 2 و 2 6 2 2 6 


DISC 


DISC 


AUTOMATIC 
DECORATIVE 
STITCH 

VARIATIONS 


Stitch width o 


Stitch length Їл 


20 


Seiseh width © 


Stitch length 1 


AUTOMATIC DECORATIVE STITCH VARIATIONS 


DISC NO 72 iie 

DISC NO. з «ене. 
AUTOMATIC 

DISC NO 4». 
DECORATIVE . 
STITCH DISC ма Gis 
VARIATIONS DISC мо. 7 me 


DISC мо 10 


Stitch width O 


А Le 
Stitch length 6 DC NO وا‎ -=u 
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AUTOMATIC DECORATIVE STITCH VARIATIONS 


DISC мо ی‎ ̃ ——‚—ßv« ИИ 

TOTI —— — . — —ᷓ —ñä— 

AUTOMATIC —ͤ—) En Дш ne 
osc чо 4 — 

DECORATIVE DOSSO MM — — n 
н сес мо . Acc 
VARIATIONS OS Na — nnen, 
osc мк вооон ی چ‎ ON А ИИ 

— UU— ZZ SÉ — — нна 

—— — — ОО ЕС) —y—ͤ—2—ͤ—— — — С 
ээн ын 

Я ose NO — p.80 

' ив Ч цээж i — iin ын хилэн 

вас NO a а ee ——— 


REMOVING LINT 


Turn hand wheel toward you until 
needle is at its highest position. 
Remove bobbin and bobbin case. 
Push buttons (A) sideways. 
Remove shuttle race cover B 
'Fhen pull out shuttle (C) by gras- 
ping axle. 

Remove accumulated line and 
threads from all parts of shuttle 
race, 

Replace shuttle in race body, with 
axle facing out, forming a perfect 
circle with driver (10). 

Replace shuttle race cover (В), 
then insert bobbin and bobbin case. 
Do not attempt го force any of 
the above operation. 

Occasionally remove the needle 
plate and clean feed dog with а 
soft brush. 
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OILING MACHINE p. 


ening shou de don 
=> lever wit + Sharp 
6 о «і too 
When ma T ras hard o nakes 
KEYE mosse, place а drop « KEN 
MORE sew 2 ۱ е © ۱ ^ ۵ * 
ТҮТТҮ" 
E A td back у «мі 0 5 
à ” les side of mackie 
"ad 


Remove arm cover plate to oil 
»oints ndicated at top of 

т we head It сап be taken 
off very easily with both hands, 
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— sine вебе fur thread and fabric, (page 5). 
Rethresd machine (Pape 9 
Tighten upper thread tension (page 12), 

De met рый fabric; рыбе it gently. 

Intresie premere om presser боо! (page 10). 

Reset presser fut (page 17). 

Rewind beben (page 7). 


De net рай fabric; guide it genthy. 
Choose correct sire meet for threat snd fabric ‘page 5). 
Reset pestle (page $ . 


Кен presser юн (page 17). 


Drew beth thread: berk ier presse toot (page 10). 


гэлээ 


Increase premsare on реше 1001 (pape ۰ 
Upper thread and bobbie Питово child be same spe and, nd 
Insert new woogie (page $), 


Reset pressen fost (page 17), 
Use underlay of tissue ТЭГ ТЭ 


EE different sizes or 
Bent or blunt needle, 


Loose presser foot. 
Fabric too sheer or too soft, 


WHAT TO 


CORRECTION 


Choose correct sire тәзе fer thread and fabric (page 5), 
Insert mew needle page 5). 

Reset mesdíe (page 5. 

Loosen ирдек thread dessen (page 12). 
Increase pressure am presser foot (page 1D. 


Take-up fever must de دا‎ Mghest pes tien when starting to sew, 


Start to stitch at з medium spend, 

Nstarsad machine (page 9). 

Loosen upper thread tension (page 12), 

Cheese correct size needle for thread and fabric [page 5). 
insert new needle (page 5). 


Cheek Bobbin case theeading (page 8). 
Loosen bobbin thread tension page 13). 
Clean bobbin сазе and shettle (page 24). 


= ha —— ei 


Raise feed dog. 


Increase pressure on presser foot (page 10), 


n Зул threads back under presser foot before beginning to 
sti 


Disassemble and chaa shatile (page 24), 
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PROBABLE CAUSE 


Incorrect size needle, 

Bent or blunt needle, 
Incorrect setting of needle: 
Tight upper thread tension 
Light pressure an presser foot. 
Starting with take-up lever in 
low positiom 

Starting to stitel too fast. 
Improper threading, 

Fight upper thread. tension 


incorrect size needle, 


Sharp eye im ۰ 


improper bobbin case theaading, 
Tight bobbin thread tension, 
Lint nr bobbin сазе or shuttle, 


Reed dog down, 
Light peanaure on presser foot, 


۲۱۳۵0 Wotted under fabric, 


Thread onught im 1 


Shipping 
Sritehes 


Фоно Unger 
Ручай 


Creaking Bobdin 
сва 


fa de me 
Mowing 


Machina lamina 


7" KENMORE 


A great name in sewing machines you s complete 
and continuing service mo matter when wou may seed И 
wit 


GENUINE SEARS PARTS 
FACTORY APPROVED METHODS 
EXPERTLY TRAINED MEN 
To contin ! : 
JUST PHONE . WRITE OR WIR 
Your nearest Sears ; , 
RETAIL STORE + CATALOG SALES OFFIC? 
OR MAIL ORDER HOUSE 
Please be sure to ment the 


your no en ituro р ty 


SEARS, ROEBUCK AND СО. SIMPSONS-SEARS.LIMITED 
AND WALTONS-SEARS-LTD 


